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Since we are continuously improving and updating the equipment, the design and 
specifications of all models featured here are subject to change without notice.

Other Testing Equipments available:
 ● Box Compression Strength Tester ● Bursting Strength Tester ● Caliper Thickness Gauge ● Cobb Tester

 ● Co-Efficient of Friction Tester ● Cone Core Compression Tester ● Crush Tester ● Dart Impact Tester 
 ● Drop Tester ● Moisture Tester ● Puncture Resistance Tester ● Ply Bond Tester ● Sample Cutter ● Scuff Tester 

● Specimen Maker (Fluter) for CMT ● Tear Resistance Tester ● Tensile Strength Tester ● Torque Tester 
● Universal Testing Machine ● Vibration Tester
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Moisture Indicator
Moisture content is most critical parameter in Paper, 
Paperboard,
Corrugated Board, all Paper products, Solid fibreboard etc…
UBIQUE Paper Moisture Indicator is an ideal equipment 
to determine percentage of Moisture Content Present.  
UBIQUE has introduced a reliable latest technology and 
equally trust worthy as other UBIQUE testing equipment.

Features:
l Pre-set Material modes: 
 S Paper (4.7- 18.2%) 
 S Arbitrary (8 - 100%)
 S Baled scrap paper (6-40%)
l Easy to operate
l Hand held equipment
l Direct Instant reading
l Back Lit 2 line LCD Display.
l View Saved Reading: 
 S Total Reading
 S Min Reading
 S Max Reading
 S Average reading
l With Attachments can be used for Waste Paper
l Total Memory of 300 readings 
 (100 readings in each mode)
l Low battery Indicator
l Buzzer sound to alert for out of range readings

Technical Specifications:
l Size : 220 X  98 X 41 mm (LWD)
l Weight : 250 gms (Approx.)
l Battery : 9V Alkaline

Attachment:
WP-10
Attachment consisting of Handle and 
coaxial prod of 254 mm for determining 
moisture content in Waste Paper Bales.
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